
Product:
Jøtul I 520 F

Adjustable legs -
from the inside

Ø 174  - outside

Ø 155  - inside

Min. dimension floor plate X,Y:
In accordance with national standards and regulations
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Min. distance to furniture /
combustible material:

Air inlet -
rear / below
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Fig. 1 a



Product: Jøtul I 520 FR Jøtul I 520 FL Jøtul I 520 FRL
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Fig. 1 b



Jøtul I 520 F

Jøtul I 520 FR:

A)

A)

B)

B)

C)

Min. distance to combustible wall protected by approved firewall

Combustible wall

Non combustible wall /
approved firewall

NB ! Min. distances provide semi-insulated chimney or shielded flue pipe down towards the product.
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Fig. 1 c



Jøtul I 520 FL Min. distance to combustible wall protected by approved firewall

Jøtul I 520 FRL

Combustible wall

Non combustible wall /
approved firewall

NB! Min. distances provide semi-insulated chimney or shielded flue pipe down towards the product. 

A) B)

B)
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Fig. 1 d



Jøtul I 520 F / I 520 FR / I 520 FL - alt. A), C) Jøtul I 520 F / I 520 FR / I 520 FL / I 520 FRL - alt. B)

900143-P01
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Fig. 1 e

Non combustible material/
Approved Surround

Fig. 1 f

Placed in corner

Min. distance to combustible ceiling / floor

Opening Air Outlet
min. 750 cm2

Opening Air Inlet
min. 500 cm2
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Combustible wall

Non combustible wall /
approved firewall

Min. distance to combustible ceiling / floor

Placed against straight wall - NB! Not in corner

Opening Air Outlet
min. 750 cm2

Opening Air Inlet
min. 500 cm2

Combustible wall

Non combustible wall /
approved firewall

NB! Min. distances provide semi-insulated chimney or shielded flue pipe down towards the product. 

Non combustible material/
Approved Surround

Fo
r a

lte
rn

at
iv

e 
di

st
an

ce
s, 

se
e 

Se
ct

io
n 

4.
1

Fo
r a

lte
rn

at
iv

e 
di

st
an

ce
s, 

se
e 

Se
ct

io
n 

4.
1


